Abstract: Elimination of malaria is a global health priority. Detecting an asymptomatic carrier of Plasmodium parasites to receive treatment is an important step in achieving this goal. Current available tools for detection of malaria parasites are either expensive, lacking in sensitivity for asymptomatic carriers, or low in throughput. We investigated the sensitivity of an impedimetric biosensor targeting the malaria biomarker Plasmodium lactate dehydrogenase (pLDH). Following optimization of the detection protocol, sensor performance was tested using phosphate-buffered saline (PBS), and then saliva samples spiked with pLDH at various concentrations. The presence of pLDH was determined by analyzing the sensor electrical properties before and after sample application. Through comparing percentage changes in impedance magnitude, the sensors distinguished pLDH-spiked PBS from non-spiked PBS at concentrations as low as 250 pg/mL (p = 0.0008). Percentage changes in impedance magnitude from saliva spiked with 2.5 ng/mL pLDH trended higher than those from non-spiked saliva. These results suggest that these biosensors have the potential to detect concentrations of pLDH up to two logs lower than currently available best-practice diagnostic tools. Successful optimization of this sensor platform would enable more efficient diagnosis of asymptomatic carriers, who can be targeted for treatment, contributing to the elimination of malaria.
Introduction
Malaria, an acute febrile illness caused by Plasmodium parasites that are spread through the bites of infected female Anopheles mosquitoes, caused 435,000 deaths in 2017 alone [1] . Of the five parasite species that infect humans, Plasmodium falciparum and Plasmodium vivax are the most common; P. falciparum causes the majority of malaria-related mortalities, while P. vivax is the most widely distributed malaria parasite globally [2] .
Since 2000, global efforts have led to a substantial decline in malaria episodes and deaths, and an increasing number of countries have moved from malaria control to malaria elimination, which the protocol and conducted proof-of-concept experiments using pLDH in phosphate-buffered saline (PBS) and then assessed the performance of the protocol on human saliva samples.
Material and Methods

General Design
The general design of the platform comprised an IDE functionalized with an antibody targeting pLDH. Binding of pLDH to the antibody resulted in changes in the signal impedance of the IDE sensor. These changes were detected by a lock-in amplifier (Figure 1 ). The IDE sensors were fabricated via UV-lithography, and have previously demonstrated high sensitivity for label-free detection of various biomolecules [26] [27] [28] . The study was approved by The University of Melbourne ethics committee (ethics ID 1443204.4).
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pLDH and Anti-pLDH Antibody
Recombinant P. vivax LDH antigen was purchased from CTK Biotech (San Diego, CA, USA). Monoclonal pan-malaria anti-pLDH antibody was purchased from Vista Diagnostics (Kirkland, WA, USA).
Fabrication and Functionalization of IDE Sensor
The IDE sensors were fabricated at the Melbourne Centre for Nanofabrication (Clayton, Victoria, Australia) using UV-lithography on BOROFLOAT glass wafers (University Wafer, Massachusetts, USA). The sensor design and fabrication method has been described previously [26] [27] [28] . Wafers were cleaned with isopropyl alcohol and coated with hexamethyldisilazane (HMSD) (MicroChemicals GmbH, Ulm, Germany) at 3000 rpm for one minute and AZ1512HS (MicroChemicals GmbH, Ulm, Germany) photoresist at 3000 rpm for one minute before undergoing baking at 100 °C for 90 s (SUSS Delta 80RC). AZ1512HS is the photoresist, while HMSD aids the adhesion of AZ1512HS to the silicon wafer. A chrome mask of the sensor design was applied on the substrate and was followed by ultraviolet (UV) exposure (75 mJ/cm 2 ). A thin film of chrome (5 nm), gold (100 nm), and titanium (5 Figure 1 . Circuit model and measurement setup used for detection of Plasmodium lactate dehydrogenase (pLDH). The cross-sectional view of the measurement setup illustrates detection of spiked pLDH protein in a sample medium with the sensing area. Probe electrodes were placed to deliver excitation current to, and to measure electrical signals from, the sensors.
pLDH and Anti-pLDH Antibody
Fabrication and Functionalization of IDE Sensor
The IDE sensors were fabricated at the Melbourne Centre for Nanofabrication (Clayton, Victoria, Australia) using UV-lithography on BOROFLOAT glass wafers (University Wafer, Massachusetts, USA). The sensor design and fabrication method has been described previously [26] [27] [28] . Wafers were cleaned with isopropyl alcohol and coated with hexamethyldisilazane (HMSD) (MicroChemicals GmbH, Ulm, Germany) at 3000 rpm for one minute and AZ1512HS (MicroChemicals GmbH, Ulm, Germany) photoresist at 3000 rpm for one minute before undergoing baking at 100 • C for 90 s (SUSS Delta 80RC). AZ1512HS is the photoresist, while HMSD aids the adhesion of AZ1512HS to the silicon wafer. A chrome mask of the sensor design was applied on the substrate and was followed by ultraviolet (UV) exposure (75 mJ/cm 2 ). A thin film of chrome (5 nm), gold (100 nm), and titanium (5 nm) was then deposited on the substrate, followed by a lift-off process to reveal the IDE pattern. Each IDE sensor consisted of paired electrode arrays with a finger length of 980 µm, a finger width of 8 µm, and a gap width of 8 µm. The sensor was subject to additional SiO 2 deposition (25 nm thickness) through e-beam evaporation (Intlvac Nanochrome™ II, Fort Collins, CO, USA). The fabricated sensors were washed with acetone, isopropyl alcohol, and H 2 O, and dried under nitrogen gas. Sensors were then plasma-treated (PE-25 Plasma Etch, Carson City, NV, USA) with argon (75%) and oxygen (25%) for 5 min at 50 W power and a 30 cc/min flow rate. The treated sensors were functionalized in accordance with our established protocols [26] [27] [28] . The sensors were incubated in filtered (Corning ® 0.2 µm) 2% 3-Aminopropyl) triethoxysilane (APTES) (Sigma Aldrich, Saint Louis, MO, USA) in an ethanol solution for 1 h, followed by 3 × 5-min washes in 100% ethanol with gentle shaking. This allowed for salinization of the activated sensor surfaces. The sensors were then submerged in filtered (0.2 µm filter) 2.5% glutaraldehyde in milli-Q water for 2 h, and then washed three times in milli-Q water for 5 min each time before being left to dry in a fume hood. This process created free aldehyde groups on the sensor surfaces. Anti-pLDH antibodies were then incubated on the sensing area at 100 µg/mL at 4 • C overnight. After incubation, slides were washed with PBS and incubated for 1 h in 1% ethanolamine (Sigma Aldrich, Missouri, USA) to block any unreacted aldehyde groups before being washed and stored in PBS until use.
pLDH Detection Assay
The sensors were incubated with 15 µL of PBS or saliva spiked with pLDH at relevant concentrations and incubated at room temperature for one hour. For the experiments with saliva, one part protease inhibitor (100× P8340 Protease Inhibitor Cocktail, Sigma Aldrich, Missouri, USA) per one hundred parts of saliva was added prior to addition of pLDH or saliva. The incubation time was increased to two hours. After incubation, the sensors were washed three times in PBS for 5 min each time and left to dry in a fume hood.
Electrical Measurement
Impedance of the sensors was measured using our previously established circuit setup [28, 31] , in which the sensor is represented as a resistor (R) in series with a capacitor (C) connected in series with a 1 kΩ reference resistor (R ref ). A function generator provided the input sinusoidal alternating current (AC) excitatory signal (V in ) at 20 mV peak-to-peak voltage (V pp ) at multiple frequencies (10 kHz, 20 kHz, and 50 kHz). Properties of the sensors were first measured using a lock-in amplifier, which records the amplitude of the output voltage (V out ) and phase across the R ref , first post functionalization to obtain baseline measurements, and then measured again after sample incubation. The output voltage (V out ) and phase across the R ref , was then used for the acquisition of frequency (ω) dependent impedimetric parameters, including impedance magnitude (|Z|), capacitance (C), and resistance (R), using the following equation [27, 28] :
Statistical Analysis
MATLAB ® was used to extract the sensor impedance magnitude. The baseline impedance values were used to determine outliers in accordance with our previously developed method [28] .
The magnitude and percentage of change in impedance (∆|Z|, % ∆|Z|) between sample and baseline impedance are described throughout the results section, unless otherwise stated.
All plots and statistical analysis were generated by GraphPad PRISM 7. Outliers were first identified and removed using the ROUT method (GraphPad PRISM). Next, Welch's t-tests were used for all experiments that only compared two conditions, while ordinary one-way ANOVA with a Dunnett's multiple comparison test (single pooled variance set to determine the degree of differentiation against the non-spiked negative control) were used for experiments comparing three or more conditions. p-values ≤ 0.05 were considered statistically significant.
Results
Feasibility of pLDH Detection on IDE Sensor
IDE sensors functionalized with anti-pLDH antibody were incubated with either pLDH-spiked (2.5 ng/mL) PBS or the non-spiked control at room temperature for 1 h. The sample was then subjected to electrical reading at 10 kHz, 20 kHz, and 50 kHz.
There was a significant difference between pLDH-spiked samples and non-spiked samples at 10 kHz and 20 kHz (p = 0.0326 and p = 0.0488, respectively) but not at 50 kHz (Figure 2 ). Based on these findings, 10 kHz was arbitrarily selected as the measurement frequency for future experiments as it showed greater change in impedance. Using these criteria, further experiments were conducted to determine the lower detection limit of the sensor platform for pLDH in PBS. differentiation against the non-spiked negative control) were used for experiments comparing three or more conditions. p-values ≤ 0.05 were considered statistically significant.
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Detection Range of pLDH in the IDE Sensor
After demonstrating the feasibility of pLDH detection, we next determined the detection range of pLDH, specifically the lowest detection limit, by testing a range of concentrations. Figure 3 shows the percentage changes in impedance magnitude at 10 kHz following incubation of PBS spiked with pLDH at concentrations from 25 ng/mL to 2.5 pg/mL in steps of 10-fold dilution. 
After demonstrating the feasibility of pLDH detection, we next determined the detection range of pLDH, specifically the lowest detection limit, by testing a range of concentrations. Figure 3 shows the percentage changes in impedance magnitude at 10 kHz following incubation of PBS spiked with pLDH at concentrations from 25 ng/mL to 2.5 pg/mL in steps of 10-fold dilution.
Significant differences in percentage changes in impedance magnitude were seen between the non-spiked PBS blank and the pLDH-spiked PBS at pLDH concentrations of 250 pg/mL, 2.5 ng/mL, and 25 ng/mL (p = 0.0016, p < 0.0001, and p = 0.0007, respectively). There was no significant difference at pLDH concentrations of 25 pg/mL and 2.5 pg/mL. There was overlap between the ranges of percentage change in impedance magnitude of the non-spiked and spiked PBS at all concentrations of pLDH. The results suggest that the LLOD of the sensors for pLDH in PBS lies between 25 pg/mL and 250 pg/mL. Significant differences in percentage changes in impedance magnitude were seen between the non-spiked PBS blank and the pLDH-spiked PBS at pLDH concentrations of 250 pg/mL, 2.5 ng/mL, and 25 ng/mL (p = 0.0016, p < 0.0001, and p = 0.0007, respectively). There was no significant difference at pLDH concentrations of 25 pg/mL and 2.5 pg/mL. There was overlap between the ranges of percentage change in impedance magnitude of the non-spiked and spiked PBS at all concentrations of pLDH. The results suggest that the LLOD of the sensors for pLDH in PBS lies between 25 pg/mL and 250 pg/mL.
Detection of pLDH in Saliva by IDE Sensors
Following the experiments using PBS, the protocol was used to detect pLDH in saliva. Human saliva was spiked with 2.5 ng/mL of pLDH and subjected to electrical measurement at 10 kHz. Percentage change impedance of with non-spiked PBS (control), 2.5 pg/mL, 25 pg/mL, 250 pg/mL, 2.5 ng/mL, and 25 ng/mL of pLDH, at a measurement frequency of 10 kHz. Error bars are standard deviation, ** p ≤ 0.01, *** p < 0.001, **** p < 0.0001 compared to control (Dunnett's test).
Following the experiments using PBS, the protocol was used to detect pLDH in saliva. Human saliva was spiked with 2.5 ng/mL of pLDH and subjected to electrical measurement at 10 kHz.
When saliva spiked with pLDH was compared to non-spiked paired saliva (Figure 4 ), no significant difference in percentage change in impedance was observed (p = 0.257). A generally larger percentage change in impedance compared to PBS samples was also observed. When saliva spiked with pLDH was compared to non-spiked paired saliva (Figure 4 ), no significant difference in percentage change in impedance was observed (p = 0.257). A generally larger percentage change in impedance compared to PBS samples was also observed. 
Discussion
The two current standard tests for malaria diagnosis, LM and RDTs, have relatively low sensitivity, which limits their utility for malaria elimination. On the other hand, NAT, which has a higher sensitivity of detection is currently infeasible for mass deployment due to factors such as slow turnover rate and high upfront and per-sample test costs. Therefore, there is a need for more sensitive and simple diagnostic tools for the detection of low-density parasitemia, which will be key to malaria elimination. This study presented a novel way of measuring pLDH via impedimetric biosensors, setting a basis for a platform with potential of detecting infections with substantially lower parasite densities than the current LM and RDTs.
The feasibility of detecting pLDH on an IDE sensor was first determined. This was done by comparing the impedance characteristics between pLDH-spiked PBS and non-spiked control on IDE sensors functionalized with anti-pLDH antibody. The sensor showed different impedance characteristics between samples spiked with pLDH and blank, suggesting that the sensor can detect spiked pLDH. Among the range of excitation frequencies applied (10 kHz, 20 kHz, and 50 kHz), 10 kHz was found to elicit the most significant difference in the change in impedance magnitude between samples ( Figure 2A ). This frequency was used for all subsequent experiments.
As the detection was done on a relatively high concentration of pLDH (2.5 ng/mL), the next step was to determine the detection limit for this sensor. This was done with a range of pLDH concentrations to determine the range of detection of this sensor. The sensor platform showed that it could successfully detect concentrations of pLDH in PBS as low as 250 pg/mL ( Figure 3) . As there were no significant changes at 25 pg/mL, the LLOD for this setup was likely to be between 25 pg/mL and 250 pg/mL (Figure 3 ). Future work focusing on pLDH concentrations between this range will allow the LLOD to be determined. Nonetheless, the detection concentration of 250 pg/mL is approximately two logs lower than the currently available RDTs (Table A1 ) [30] . It also falls into the detection range for malaria elimination [4] . The detection, however, is not concentration-dependent, as the percentage change in impedance (Z mag) did not increase with increasing pLDH concentration (250 pg/mL to 25 ng/mL). A potential reason is that the amount of pLDH detected is limited to the amount of antibody functionalized on the sensor's surface. It is possible that, at 250 pg/mL, all available antibodies on the sensor surface had been coupled with pLDH; thus, additional pLDH were not detected. The experimental conditions established in this part of the study served as a proof-of-concept for pLDH detection and formed the basis for the next experiment where pLDH was spiked into saliva.
In this part of the study, the work was translated from the conceptual experiments in the artificial solvent (PBS) to a biological solvent that is a better approximation of operational conditions. Impedance measurements showed a generally larger percentage change in impedance in both spiked saliva and blank saliva as compared to PBS samples. No significant change was observed with pLDH-spiked saliva. This lack of significance could be due to the presence of non-specific binding of salivary proteins and interference with binding or detection due to physical and chemical properties of saliva. A study investigating the total protein content of saliva suggested that the salivary protein content of the average human lies within the range of 0.72-2.45 mg/mL [32] . Even at the lower end of the range, the concentration of salivary protein is approximately five logs higher than the concentration of spiked pLDH. Given the substantial total protein content of saliva, and its absence in PBS alone, there is a high chance of non-specific proteins binding onto the sensor, interfering with specific detection and diminishing its ability to detect pLDH. This is a general issue with saliva-based sensors and a limitation in this study [33, 34] . Future work should focus on ways to overcome this limitation. This may include sensor modification and sample processing. Sensor modification will aim to increase sensitivity of the sensor to the target protein; modification will include increasing blocking intensity of the sensor and increasing the concentration of antibody functionalized on the sensor surface. For sample processing, surfactant, such as Tween-20, can be added to the sample. This may increase the specificity of the target.
Another general limitation of our approach is the relatively high variation in measurements among replicates within and between experiments, which is reflected in the overlapping ranges of the percentage change in the impedance magnitude between samples. This might be due to fabrication and manual functionalization processes that take place over multiple days and involve multiple steps. These sources of variation could be reduced in the hypothetical end-product through automation of the fabrication and functionalization processes.
Conclusions
This work demonstrated the proof-of-concept that an IDE sensor platform could detect a concentration of pLDH (in PBS) as low as 250 pg/mL, which falls into the detection range suitable for malaria elimination. While further optimization is required to prepare the sensors for use in conjunction with biological substrates, several potential avenues were identified for further research to move forward.
